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AUTOFUEL SYSTEM TA 2331
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SPECIAL VARNISHING

FRAN K GAM P P “With our HECPUMP Hectronic

offers an excellent all in one

refuelling system for company
refuellling sites.

| can promise you that this system
will satisfy your needs.”




WEVE MADE IT!

Use the possibilities,
that Hectronic offers you!

FP2
With HECPUMP you now have double power! SINGLE
DISPENSER
DOUBLE
DISPENSER
90 |/min
120 I/min
90 |/min
50 I/min
70 |/min
90 |/min
50-70 |/min

DOUBLE ACTION




FACTS,
FACTS,
FACTS ...

Hectronic

HECTRONIC

D-79848 Bonndorf

Tel: +49 (0) 77 03 - 93 88 -0
Fax: +49 (0) 77 03 - 93 88 60
mail@hectronic.com
www.hectronic.com

HECTRONIC SCHWEIZ
CH-5200 Brugg
Tel: +41 (0) 56-4607474

HECTRONIC FRANCE
F-94100 Saint Maur des Fossés
Tel: +33(0) 141811112

HECTRONIC POLSKA
PL 42-200 Czéstochowa
Tel: +48 (0) 34 369 73 73

HECTRONIC INDIA
Bangalore Karnataka 560 082
Tel: +91- 80 2664 9660

AUTOFUEL SYSTEM

Display

Keypad

Magnetic card reader

Pump control

Memory capacity

Data interface

Security features

Temperature range

Supply voltage

Power consumption

4 x 20 characters LED
backlit, alphanumeric
LC display

numeric piezo keypad
(resistant to wear
and tear), alpha
characters super-
imposed

push-pull card rea-
der, for track 2 1SO

connection of 2nd
external pump
possible

approx. 4300 cards and
approx. 900 trans-
tions

RS232C/RS422,
asynchronous batch
processing, 2400/4800/
9600/19200 Baud

authorisation by white
list and black list, 4-di-
git PIN, Lithium battery
for data buffering

-20 °C to + 55°C
without heating

230 V AC + 10%/-15%

100 VA basic configu-
ration without heating

OPTIONS FOR CARD READER TERMINAL

Motorized card reader

Tag reader

W & M approved version

Heating

Journal printer (internal)

Journal Printer (external)

for ISO track 2 or ISO
track 3 magnetic stripe
cards

reader for transponder
tags/ transponder
cards (contactless)

PTB approval 5.101/
03.18 granted for
complete device (card
reader terminal and
dispenser)

T32 characters per line
thermal printer, paper
roll: W 58 mm, @ 60
mm, L45m

connection via RS232C
interface

Electronic journal

Memory capacity

memory capacity 2
MB or 4 MB (which
corresponds to 12 or
24 paper rolls)

approx. 10 000 cards
and approx. 2 000
transactions

IN CONNECTION WITH

Receipt printer (internal)

Automatic Vehicle

Recognition (AVR)

Modem / radio transmission

DISPENSER

thermal printer, 32
characters per line,
paper roll: W 58 mm,
@60 mm,L45m

with automatic odo-
meter reading, vehic-
le to aerial range
approx. 15m

AT compatible mo-
dem, GSM modem,
short range modem,
ISDN-Terminaladapter

Housing and cover sheets

Pump (flow)

Motor and drive

Dispensing hose & nozzle

Dimensions

Supply voltage

galvanized steel,
single-/two-coloured,
sump for ground-
water protection

Diesel: 50, 70, 90 I/min
or 120, 160 |/min; Fuel
40 I/min

three-phase motor
0.75 kW, V-belt drive

slimline hose 19, PN
16 x 4.30 m with auto-
matic hose retraction,
slimline nozzle ZVA 4
respectively ZVA 25

single dispenser

H 1400 x W 450 x D
410, double dispenser
H 1400 x W 670 x D
410

400 V three-phase

OPTIONS:FOR-DISPENSERS

Leak protection or leak tray

Vapour recovery system

customer defined varnishing

Spring mast



